Знач так: Естественно вбиваем 192.168.1.1

Далее как и положено admin  имя и пароль admin (как менять сами разберетесь)
Видим такую картинку:
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Advanced

“This Quick Setup will guide you through the steps necessary to configure your DSL Router,

ATM PVC Canfiguration.

Select the check box below to enable DSL Auto-connect process.

O st Auto-connect

“The Virtual Path Identifir (VP1) and Virtual Chanel Identifier (VCI) are nesded for setting
up the ATM PVC. Do not changs VPL and VCT numbers unless your ISP instructs you
atherwise,

ver [02ss] [0

VT [32:65535] [35

Enable Quality Of Service

Enabling QoS for a PYC improves performance for selected classes of appications.
However, since QuS alsa consumes system resoLirces, the number of PVCs wil be reduced
consequently. Uss Advanced Setup/Quality of Service to assion priortiss for the
applcations

Enable Quality Of Service [
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Выбираем вкладку ADVANCED и кнопку VIRTUAL SERVER
[image: image2.png]ink ADSL Router - Microsoft Internet Explorer

@ain [pacs Baa Usbparros Ceponc  Crpaska

Qren - © {1 [ B Prow Fowewre @ (3- 5 o

Elnpinoea 9] B repeccn | ccomen

DSL-2500U

Virtusl Server alows you to direct incoming traffic from the WAN side (dentified by protocol and
external port) to the internal server with 3 private P acdess on the LA side. The intemal port s
required orly f the external part needs to be converted to a different port number used by the
server on the LAN side. A maimum of 32 entries can be configured,
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Жмем на ADD и вбиваем свой IP сетувухи 192.168.1.12, затем номера портов как на рисунке не забывая выбрать TCP и UDP соответственно.
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Жмем на APPLY, должны увидеть это:
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Virtusl Server alows you to direct incoming traffic from the WAN side (dentified by protocol and
external port) to the internal server with 3 private P acdess on the LA side. The intemal port s
required orly f the external part needs to be converted to a different port number used by the
server on the LAN side. A maimum of 32 entries can be configured,
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Все, радуемся жизни, программа  настаивается известным образом

Написал и проверил  -=userandrev=-

_1241257538.doc
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( Home Tools Status
NAT -- Virtual Servers
ADSL
Select the senvice name, and enter the server IP adress and clck *Apply” to forward P packets for
s senvice to the specifed server. NOTE: The “Internal Port End” cannot be changed. It is the
same as “External Port End” normally and will be the same as the "Internal Port Start” or
“External Port End” if either ane is mocified
Remaining number of entries that can be configurec:30
Server Name:
© Select a Senice: |Select One
E O custom Server
Server IP Addess: [192.166.1.12 ||
IP Filter
Apply
Bridge Filters
External Port StartExternal Port End|_ Protocol _lnternal Port Startnternal Port End
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